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LABORATORY REPORT

ENVIRONMENTAL ANALYSIS LABORATORY
BOEING INTEGRATED DEFENSE SYSTEMS

18-61 BLDG. MC: 8Y-55 PHONE: (253) 773-8934

Report No.: 9-464C-LAB-15803

Method References

FOG-NON: EPA Method 418.1 - Modified
ICP: EPA Method 200.7/6010B (Inductively Coupled Plasma)

Preparation: Acid digestion.
PCB: SW-846 Method 8082 (PCBs in aqueous samples)
PH: EPA Method 150.1 (Electrometric)
SOLIDS-SET: EPA Method 160.5 (Volumetric, Imhoff Cone).

Sample

EAL# 113143 Matrix: AQUEOUS
Description : NBF Sweeper Dump
Sampling Site : NBF (North Boeing Field), Sweeper Dump Vault
Sample Date : 5-DEC-2006 at 08:00
Received by lab: 5-DEC-2006 at 10:48 Status: Authorized

Test Name Component Name

FOG-NON Non-Polar FOG (Heavy oils)

ICP Copper
Lead
Zinc

PCB Sample Preparation
Aroclor 1221
Aroclor 1232
Aroclor 1016/1242
Aroclor 1248
Aroclor 1254
Aroclor 1260/1262
Aroclor 1268
Total PCB
TCMX (Surrogate)
DCBP (Surrogate)

PH pH

SOLIDS-SET Settleable Solids

Result

<1.0 mg/L

0.010 mg/L
<0.027 mg/L
0.057 mg/L

Extraction and Acid Wash
<0.77 ug/L
<0.77 ug/L
<0.77 ug/L
<0.77 ug/L
<0.55 ug/L
<0.66 ug/L
<0.77 ug/L
<0.77 ug/L
54.5 % Recovery
61.6 % Recovery

7.6

<0.10 ml/L
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